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Low-speed Downstream

Next Transition |Paired Transition

Each | Total | Each | Total
(ns) | (ns) | (ns) | (ns)

Host Driver Jitter 2.0 2.0 1.0 1.0
Host Frequency Tolerance(worst-case) 1 7/bit| 12.0 |1.7/bit| 24.0

Source (Host) Jitter Total 14.0 25.0
Hub with Low-speed Device Jitter 450 | 45.0|15.0 | 15.0
Remaining (full-speed) Hubs' Jitter 30 | 1201 10| 40
Jitter Spec 71.0 44.0
Function Frequency Tolerance 0.0/bitl 70-0 10.0/bit| 140.0
Function Receiver Jitter Budget 141.0 184.0
FIG. 3
Ovizsriglepr“ng bit number frequency range
24 > x 1 36MHz > x
40> x> 24 2 30MHz > x > 18MHz
56 > x > 40 3 28MHz > x > 20MHz
72> x>56 4 27MHz > x > 21MHz
88>x>72 5 26.4MHz > x > 21.6MHz
104 > x > 88 6 26MHz > x > 22MHz
x > 104 7 x > 22.28MHz

FIG. 4
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receiving a clock signal and a USB data stream L S310

estimating an accumulated bit number of the USB data S320
stream according to the clock signal and countingan [~ ~"
oversampling number of the clock signal

comparing the oversampling number and M times of the S330
accumulated bit number when the accumulated bit T~
number is larger than a predetermined value

decreasing a frequency of the clock signal when the S
oversampling number is larger than the M times of the  p—~—~ 340
accumulated bit number

increasing the frequency of the clock signal when the S350
oversampling number is smaller than the M times of T~
the accumulated bit number

FIG. 6

counting an oversampling number of an oversampling S
signal and estimating an accumulated bit number of a L~ 2410
USB data stream according to the oversampling signal

calculating a difference of the oversampling number and M S0
times of the accumulated bit number when the accumulated bit "~
number is larger than or equal to a predetermined value

determining a frequency calibration step of the
oversampling signal according to the difference

FIG. 7
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receiving a clock signal and a data stream L Ss10

estimating an accumulated bit number of the data
stream according to the clock signal and counting an
oversampling number of the clock signal

. S520

comparing the oversampling number and M times of the Ss30
accumulated bit number when the accumulated bit o~
number exceeds a predetermined value

determining a correction parameter according to a ratio S
between the oversampling number and the M times of  |—~_-*°%0
the accumulated bit number

calibrating, using the correction parameter, detected /\/Ssso
information obtained according to the clock signal

FIG. 13A

estimating an accumulated bit number of a data stream S
according to a clock signal and counting an |~ 610
oversampling number of the clock signal

comparing the oversampling number and M times of the Se20
accumulated bit number when the accumulated bit number |~
exceeds a predetermined value

determining a correction parameter according to a Se30
ratio between the oversampling number and the M T~
times of the accumulated bit number

processing raw data detected by the human interface S
device according to the correction parameter |~ 96840

calculating detected information according to the /\/3650
processed raw data

FIG. 13B
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OPERATING METHOD OF HUMAN
INTERFACE DEVICE

CROSS REFERENCE TO RELATED
APPLICATION

This application is a continuation-in-part application of
U.S. Ser. No. 13/617,514, filed on Sep. 14, 2012, the full
disclosure of which is incorporated herein by reference.

BACKGROUND

1. Field of the Invention

This invention generally relates to a data transmission
structure and method and, more particular, to a frequency
calibration device and method for automatically calibrating
the oscillation frequency of a programmable oscillator
according to a data stream.

2. Description of the Related Art

An oscillation circuit with external clock can be used to
provide a clock signal, and the oscillation circuit convention-
ally uses an external precise clock component, such as a
crystal resonator or a ceramic resonator, to provide a refer-
ence frequency to the oscillation circuit. However, the exter-
nal precise clock component not only increases the system
cost, the control chip of the oscillation circuit also needs one
ortwo extra pins to be served as a communication interface to
the precise clock component.

In addition to using the reference frequency provided by
the external precise clock component, the control chip can
also use such as a phase locked loop (PLL) or a delay locked
loop (DLL) to match the internal frequency thereof with the
data rate of received data stream. However, this method usu-
ally takes longer calibration time and thus is adapted to cer-
tain applications, such as USB devices.

Accordingly, it is necessary to provide a frequency calibra-
tion device and method that does not require an external
precise clock component and can calibrate the oscillation
frequency of a programmable oscillator quickly and auto-
matically so as to solve the problems in the art.

SUMMARY

An object of the present disclosure is to provide a fre-
quency calibration device and method for a programmable
oscillator without the use of an external oscillator that can
automatically calibrate the oscillation frequency of the pro-
grammable oscillator according to arbitrary packet types in a
USB data stream received.

An object of the present disclosure is to provide a fre-
quency calibration device and method for a programmable
oscillator that can calibrate the oscillation frequency of the
programmable oscillator during data transmission to prevent
the frequency drift of the programmable oscillator caused by
environmental changes.

The present invention provides an operating method of a
human interface device including the steps of: estimating an
accumulated bit number of bits between a first bit of a SYNC
field and a bit immediately preceding an End-of-Packet of a
data packet in a USB data stream according to a clock signal
and counting an oversampling number of the clock signal;
comparing the oversampling number and M times of the
accumulated bit number when the accumulated bit number
exceeds a predetermined value; determining a correction
parameter according to a ratio between the oversampling
number and the M times of the accumulated bit number; and
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calibrating, using the correction parameter, detected informa-
tion obtained according to the clock signal.

The present invention further provides an operating
method of a human interface device including the steps of:
estimating an accumulated bit number of bits between a first
bit of a SYNC field and a bit immediately preceding an
End-of-Packet of a data packet in a USB data stream accord-
ing to a clock signal and counting an oversampling number of
the clock signal; comparing the oversampling number and M
times of the accumulated bit number when the accumulated
bit number exceeds a predetermined value; determining a
correction parameter according to a ratio between the over-
sampling number and the M times of the accumulated bit
number; and processing raw data detected by the human
interface device according to the correction parameter; and
calculating detected information according to the processed
raw data.

The present invention further provides an operating
method of a human interface device, and the human interface
device is wirelessly coupled to a programmable oscillator and
includes an oscillator, a demodulator and a receiver. The
operating method includes the steps of: estimating an accu-
mulated bit number of bits between a first bit of a SYNC field
and a bit immediately preceding an End-of-Packet of a data
packet in a USB data stream according to a clock signal and
counting an oversampling number of the clock signal; com-
paring the oversampling number and M times of'the accumu-
lated bit number when the accumulated bit number exceeds a
predetermined value; decreasing a frequency of the clock
signal when the oversampling number is larger than the M
times of the accumulated bit number; increasing the fre-
quency of the clock signal when the oversampling number is
smaller than the M times of the accumulated bit number;
receiving a packet for communication request from the
human interface device; transmitting a packet for reply to the
communication request with a payload including a synchro-
nous signal; receiving the synchronous signal by the receiver;
generating an oscillation frequency by the oscillator; mixing
the synchronous signal and the oscillation frequency to
retrieve a sampled signal; demodulating the sampled signal
by the demodulator to retrieve an error correct signal; and
calibrating, using the error correct signal, detected informa-
tion obtained according to the oscillation frequency, wherein
the synchronous signal corresponds to the trimmed frequency
of'the clock signal.

The frequency calibration device and method for a pro-
grammable oscillator of the present disclosure uses arbitrary
packet types of the Universal Serial Bus (USB), for example,
but not limited to, SETUP packet, DATA packet and OUT
packet between the Idle state and the End-of-Packet (EOP) as
a basis for frequency calibration, such that the use of an
external precise clock component is not required. The fre-
quency calibration device and method of the present disclo-
sure is applicable to devices with Universal Serial Bus, such
as the USB mouse.

The present invention can be applied in wireless commu-
nication. In this application, a device have to communication
with a host via a dongle connected to the host or embedded
transceiver module of the host. Dongle can generate a cali-
brated frequency based on a pré cised clock of host by apply-
ing the present invention. Then the device can generate a
calibrated oscillation frequency based on the calibrated fre-
quency of dongle.

BRIEF DESCRIPTION OF THE DRAWINGS

Other objects, advantages, and novel features of the present
invention will become more apparent from the following
detailed description when taken in conjunction with the
accompanying drawings.
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FIG. 1 is a block diagram of the self-calibrating oscillator
circuit according to an embodiment of the present invention.

FIG. 2a is a partial data stream outputted from a USB host.

FIG. 24 is a relational diagram of the oversampling signal
of a USB device and the data stream shown in FIG. 2a.

FIG. 3 is the maximum jitter budget required in a low-
speed transmission.

FIG. 41is the bitnumber corresponding to the oversampling
number between adjacent transition edges of the USB data
stream in the present invention.

FIG. 5 is a schematic diagram of the frequency calibration
method for a programmable oscillator according to an
embodiment of the present invention.

FIG. 6 shows a flow chart of the frequency calibration
method for a programmable oscillator according to an
embodiment of the present invention.

FIG. 7 is a flow chart of the frequency calibration method
for a programmable oscillator in another embodiment of the
present invention.

FIG. 8 is the maximum frequency errors after being cali-
brated once by the frequency calibration method of the
present invention.

FIG. 9 is a block diagram of the application using present
invention.

FIG. 10 is an exemplary block diagram inside the device.

FIG. 11 is an exemplary diagram of demodulation in time
domain.

FIG. 12 is ablock diagram of the self-calibrating oscillator
circuit according to another embodiment of the present dis-
closure.

FIG. 13A-13B are flow charts of an operating method of a
human interface device according to some embodiments of
the present disclosure.

DETAILED DESCRIPTION OF THE
EMBODIMENT

It should be noticed that, wherever possible, the same ref-
erence numbers will be used throughout the drawings to refer
to the same or like parts.

According to the Universal Serial Bus Specification revi-
sion 1.1, the data rate tolerance for a low-speed USB device
functioning normally is within +1.5%, and including the data
error of a USB host +0.25% the data rate tolerance for a
built-in oscillator in the low-speed USB device should be
within £1.25% for ensuring a USB interface functioning cor-
rectly. Therefore, if the oversampling frequency of a USB
device is 24 MHz (i.e. 16 times oversampling ratio), the
oscillation frequency of a built-in oscillator in the USB device
has to be ranged within 24 MHz+300 KHz. It is appreciated
that the oversampling frequency of a USB device is not limit
to 24 MHz.

Please refer to FIG. 1, it shows a self-calibrating oscillator
circuit 1 according to an embodiment of the present invention,
which includes an input terminal 101 and an output terminal
102. The self-calibrating oscillator circuit 1 may be built-in a
USB device, such as a USB mouse, served as a local oscillator
thereof and may generate a clock signal CLK with program-
mable frequency according to a USB data stream Data. The
clock signal CLK may be, for example, an oversampling
signal for the data recovery.

The input terminal 101 is configured to receive a data
stream Data from a USB host, and to output a clock signal
CLK from the output terminal 102. A difference between a
frequency of the clock signal CLK and a data rate of the data
stream Data may be calibrated within 0.805% and 1.027% of
M times of data rate of the data stream Data, wherein M is a
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positive integer representing an oversampling ratio. The data
stream Data may be arbitrary packet types in the USB data
stream, such as SETUP packet, OUTPUT packet, DATA
packet or other packet types. In one embodiment, the data
stream Data for example may be a low-speed data stream with
1.5 MHz data rate.

The self-calibrating oscillator circuit 1 includes a fre-
quency calibration device 11 and a programmable oscillator
12 coupled to each other. The programmable oscillator 12
may be for example a RC oscillator or any other suitable
programmable oscillator. The frequency calibration device
11 receives a data stream Data of a USB host from the input
terminal 101. The frequency calibration device 11 further
includes a feedback input terminal 103 and a control output
terminal 104. The frequency calibration device 11 receives
the clock signal CLK feedback from the programmable oscil-
lator 12 through the feedback input terminal 103, and outputs
acontrol signal S, to the programmable oscillator 12 from the
control output terminal 104, wherein the control signal S,
may be for example a digital control signal including plural
bits. The programmable oscillator 12 outputs a clock signal
CLK to be served as a reference frequency of a USB device
according to the control signal S, .

The frequency calibration device 11 includes a processing
unit 111 and a controller 112. The processing unit 111 counts
an oversampling number (oscillation number) of the feed-
back clock signal CLK in a counting interval CI, and esti-
mates an accumulated bit number of the data stream Data
according to the oversampling signal. When the accumulated
bit number is larger than or equal to a predetermined value,
compare M times of the accumulated bit number and the
oversampling number to output a frequency calibration step
S,, wherein the M is a quotient obtained from dividing an
expecting oscillation frequency of the programmable oscilla-
tor 12 by a data rate of the data stream Data. That is, the M is
an oversampling ratio for data recovery of the USB device. In
an embodiment, the expecting oscillation frequency of the
programmable oscillator 12 may be for example 24 MHz and
the data rate of the data stream Data may be for example 1.5
MHz, and thus M is 16 herein. The counting interval CI is
determined according to a value of the accumulated bit num-
ber, which is larger than or equal to the predetermined value.

The controller 112 is coupled to between the processing
unit 111 and the programmable oscillator 112, and outputs the
control signal S, according to the frequency modulation step
S, to calibrate the oscillation frequency of the programmable
oscillator 12, wherein one frequency modulation step is the
frequency modulation resolution of the programmable oscil-
lator 12 and it may be determined according to the actually
utilized programmable oscillator.

Please refer to FIGS. 2a and 25, F1G. 2a shows a schematic
diagram of a partial data packet sent from a USB host to a
USB device including a SETUP packet and a part of an
OUTPUT packet herein, but actually it may include other
packet types. FIG. 26 shows a partial enlargement diagram of
FIG. 2a and a relation between 24 MHz oversampling fre-
quency and 1.5 MHz data stream Data. That is, in this
embodiment when the build-in oscillator of a USB device is
in accurate operation, 16 oversampling points will be
sampled in every bit slot of the data packet.

Please refer to FIGS. 1, 2a and 26 simultaneously, the
processing unit 111 counts the bits between the first bit of the
SYNC field and an immediately previous bit of the End-of-
Packet of arbitrary packet types in the data stream Data in a
counting interval CI and feedbacks the oversampling number
of the clock signal CLK simultaneously, and compares their
relationship to determine the frequency calibration step S, of
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the programmable oscillator 12. The controller 112 calibrates
the oscillation frequency of the programmable oscillator 12
according to the frequency calibration step S,, wherein a
counting interval CI is assumed to include at least N bits.
When a bit number from the SYNC field to an immediately
previous bit of the End-of-Packet (the bits SYNC+PID+
ADDR +ENDP+CRCS5 shown in FIG. 2a) of the first data
packet (e.g. SETUP packet) in the counting interval Cl is less
than N, the counting is temporarily stopped as receiving the
End-of-Packet of the first data packet. And the counting will
be restarted when the first bit of the SYNC field of a next data
packet (the OUTPUT packet in FIG. 2a) is received again,
and the counting will be stopped till the counting is larger than
N.

Owing to the jitter existed in the data stream Data during
transmission, the bitnumber included in every counting inter-
val CI has to be able to tolerate the jitter budget of the worst
case. Please refer to FIG. 3, it shows a data stream including
consecutive ones passing through 5 serially cascaded HUBs.
As the standard definition of the USB, one zero will be
inserted after six consecutive ones, so called bit stuffing, and
it is the worst case mentioned above. As shown in the figure,
the paired transition has a largest timing jitter of 184 ns. In
low-speed transmission, if the largest timing jitter is divided
by the time slot of every bit in the data stream Data and the
data rate tolerance (e.g. 184/(666.66x1.25%)=22.08 bits), it
is able to obtain that a counting interval CI needs to contain at
least 23 bits in the low-speed transmission to prevent the
counting error. Details of FIG. 3 can be referred to Universal
Serial Bus Specification, revision 1.1.

In the present invention, the method to estimate the bit
number of a data stream Data in a counting interval CI is to
estimate a bit number between adjacent transition edges and
then to accumulate the bit number between consecutive adja-
cent transition edges. Because the coding method used in
USB is Non Return to Zero (NRZI), at most six consecutive
ones is possible. When consecutive one occurs in the data
stream, no transition edge will appear between consecutive
ones. Therefore, the present invention needs to estimate the
number of bits within consecutive ones in the data stream.

Please refer to FIGS. 2a, 2b and 4 simultaneously, FIG. 4
shows the bit number corresponding to the oversampling
number between adjacent transition edges in a USB data
stream in the present invention. When the frequency error of
the programmable oscillator 12 is calibrated within 3%
before shipment, during estimating the bit number in the data
stream Data according to the clock signal CLK, the process-
ing unit 111 can estimate the bit number between adjacent
transition edges according to FIG. 4. As shown in FIG. 4,
when the oversampling number between two adjacent transi-
tion edges is less than 24, the processing unit 111 judges that
there is only one bit between the two adjacent transition
edges; when the oversampling number between two adjacent
transition edges is between 24 and 40, the processing unit 111
judges that there are two bits between the two adjacent tran-
sition edges, and so on. Similarly, when the oversampling
number between two adjacent transition edges is over 104, the
processing unit 111 judges that there are seven bits between
the two adjacent transition edges and the data stream includes
six consecutive ones and one zero at this moment. In this
manner, the processing unit 111 can estimate the bit number
between two adjacent transition edges according to the over-
sampling number corresponding to the adjacent transition
edges in the data stream Data, and accumulate the bit number
between consecutive adjacent transition edges to obtain the
accumulated bit number.
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Please refer to FIGS. 1, 24, 25 and 5 simultaneously, FIG.
5 shows a schematic diagram of the frequency calibration
method for programmable oscillator according to an embodi-
ment of the present invention. The processing unit 111 cali-
brates an oscillation frequency of the clock signal CLK gen-
erated by the programmable oscillator 12 according to a
received USB data stream Data and a clock signal CLK.

Step S,,,: The processing unit 111 receives a USB data
stream and a clock signal, counts an oversampling number of
the clock signal CLK and estimates an accumulated bit num-
ber in the data stream Data according to the oversampling
number of the clock signal CLK, wherein the estimation of
the accumulated bit number is irrelevant to the type of packet
in the data stream Data. The processing unit 111 estimates a
bit number between adjacent transition edges according to the
corresponding oversampling number between the two adja-
cent transition edges in FIG. 4, and accumulates the bit num-
ber between consecutive adjacent transition edges to obtain
the accumulated bit number.

Step S,,0: The processing unit 111 judges whether the
accumulated bit number is larger than or equal to a predeter-
mined value, wherein the predetermined value is at least 23
according to FIG. 3. When the accumulated bit number is
larger than or equal to the predetermined value, move to Step
Sa30-

Step S,;30: The processing unit 111 judges whether the
oversampling number is larger than M times of the accumu-
lated bit number, wherein M is a quotient obtained from
dividing an expecting oscillation frequency of the program-
mable oscillator 12 or a system frequency of the USB device
by a data rate of the USB data stream, i.e. the oversampling
ratio. For example in FIG. 25, M is 16. When the oversam-
pling number is larger than the M times of the accumulated bit
number, move to steps S,,,~S,.; to decrease the oscillation
frequency of the clock signal CLK. When the oversampling
number is smaller than the M times of the accumulated bit
number, move to steps S,5,~S,s5 t0 increase the oscillation
frequency of the clock signal CLK.

Step S,.4o: When the oversampling number is larger than
the M times of the accumulated bit number, subtract the M
times of the accumulated bit number from the oversampling
number to obtain a first difference.

Step S,,;: The processing unit 111 obtains a down step
number and sends it to the controller 112, wherein the down
step number is defined as a relationship (the first difference/M
times of the accumulated bit number)/(the calibration resolu-
tion/M times of the data rate of the data stream) herein. One
down step number, for example, may be the frequency cali-
bration resolution of the programmable oscillator 12. For
example in a low-speed transmission, M may be 16 and M
times of the data rate of the data stream may be 24 MHz, but
the present invention is not limited to this.

Step S,4,: The processing unit 111 judges whether the
down step number is less than 1. If it is, move to Step S,4,;
otherwise, move to Step S,,;.

Step S,,5: When the processing unit 111 judges the down
step number is larger than 1, the down step number S, will be
transmitted to the controller 112. The controller 112 then
accordingly sends a control signal S, to decrease the oscilla-
tion frequency of the programmable oscillator 12. In the
meanwhile, the processing unit 111 prepares to perform the
next calibration from Step S, ,. In one embodiment, a down
step number may be associated with a frequency between 110
KHz~140 KHz, but is not limited to this. In one embodiment,
when the calculated down step number is not a positive inte-
ger, round-off method can be applied to transform the down
step number to a positive integer.



US 9,319,216 B2

7

Step S,60: When the processing unit 111 judges the down
step number is smaller than 1, it means the oscillation fre-
quency of the programmable oscillator 12 is stable and no
calibration will be performed. Then, the processing unit 111
restarts to count the oversampling number of the clock signal
CLK from the next bit of the counted counting interval CI, to
estimate the accumulated bit number of the USB data stream,
and to perform a next calibration from Step S, . It is appre-
ciated that if the last bit in the counting interval Cl is just at the
last bit of CRCS (refer to FIG. 2), the next counting interval
will begin from the first bit of the SYNC field of next data
packet.

Step S,5o: When the oversampling number is smaller than
the M times of the accumulated bit number, substrate the
oversampling number from the M times of the accumulated
bit number to obtain a second difference.

Step S,5,: The processing unit 111 obtains a up step num-
ber and sends it to the controller 112, wherein the up step
number is defined as a relationship (the second difference/M
times of the accumulated bit number)/(the calibration resolu-
tion/M times of the data rate of the data stream. One up step
number, for example, may be the frequency calibration reso-
lution of the programmable oscillator 12.

Step S,5,: The processing unit 111 judges whether the up
step number is less than 1. If it is, move to Step S,,; other-
wise, move to Step S,s;.

Step S,55: When the processing unit 111 judges the up step
number is larger than 1, the up step number S, will be trans-
mitted to the controller 112. The controller 12 then accord-
ingly sends a control signal S, to increase the oscillation
frequency of the programmable oscillator 12. In the mean-
while, the processing unit 111 prepares to perform the next
calibration from step S,,,. In one embodiment, an up step
number may be associated with a frequency between 110
KHz~140 KHz, but not limited to this. In one embodiment,
when the calculated up step number is not a positive integers,
round-oft method can be applied to transform the up step
number to a positive integer.

Therefore, the frequency calibration method for a pro-
grammable oscillator according to one embodiment of the
present invention is shown in FIG. 6. The method includes the
steps of: receiving a clock signal and a USB data stream (Step
S;10); estimating an accumulated bit number of the USB data
stream according to the clock signal and counting an over-
sampling number of the clock signal (Step S;,,); comparing
the oversampling number and M times of the accumulated bit
number when the accumulated bit number is larger than or
equal to a predetermined value (Step S;;,); decreasing the
frequency of the clock signal when the oversampling number
is larger than the M times of the accumulated bit number (Step
S140); and increasing the frequency of the clock signal when
the oversampling number is smaller than the M times of the
accumulated bit number (Step S;5,). Details of this embodi-
ment have been shown in FIG. 5 and corresponding illustra-
tions, and thus will not be repeated herein.

FIG. 7 shows the frequency calibration method for a pro-
grammable oscillator according to another embodiment of
the present invention. The frequency calibration method is
configured to calibrate an oversampling signal sent from a
programmable oscillator according to a USB data stream. The
frequency calibration method includes the steps of: counting
an oversampling number of the oversampling signal and esti-
mating an accumulated bit number of the USB data stream
according to the oversampling signal (Step S,,,); calculating
a difference between the oversampling number and M times
of the accumulated bit number when the accumulated bit
number is larger than or equal to a predetermined value (Step
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S.50); and determining a frequency calibration step of the
oversampling signal according to the difference (Step S,;,).

Please refer to FIG. 8, it shows a maximum error of the
programmable oscillator 12 after being calibrated once by the
frequency calibration device and method of the present inven-
tion; wherein when an initial error is between 1% to 3%, the
error after being calibrated once can be reduced to between
0.805% to 1.027%. In FIG. 8, for example the counting inter-
val Cl has two INPUT packets each including 32 bits (total 64
bits). A system frequency of a low-speed USB device (i.e. the
oscillation frequency of the programmable oscillator 12) is
assumed to be 24 MHz (i.e. the oversampling period is 41.667
nanosecond.), i.e. 16 times oversampling ratio. In the fre-
quency calibration device and method for programmable
oscillator of the present invention, the initial error is prefer-
ably calibrated within 3% to make the processing unit 111
estimate the correct bit number between adjacent transition
edges according to FIG. 4. In addition, in this embodiment,
the frequency calibration resolution of the programmable
oscillator 12 is assumed between 110 KHz~140 KHz, but not
limited to this.

The initial error of the programmable oscillator 12 is
between 1% and 3%, which is shown in the first column of
FIG. 8. And initial error of 1% is illustrated herein to explain
the calculation method of the first row of FIG. 8, and since
other rows have the same calculation method, detailed
description will not be repeated again. In the second column,
anideal bit time of 64 bits is equal to 64x(1/1.5 MHz)=42,667
nanoseconds.

In the third column, the shortest bit time of 64 bits includ-
ing jitter equals the ideal 64 bits time subtracts the maximum
jitter time, i.e. 42,667-184=42,483 nanoseconds, wherein the
maximum jitter time is referred to FIG. 3.

In the fourth column, the longest bit time of 64 bits includ-
ing jitter equals the ideal 64 bits time adds the maximum jitter
time, i.e. 42,667+184=42,851 nanoseconds.

The fifth column is the minimum oversampling number
(min OS No.) in one counting interval CI that is (the shortest
bit timex(1-the initial error)/the oversampling period)-the
sampling error. In this embodiment, it is assumed that every
data packet has one bit of sampling error, and thus the sam-
pling error of two INPUT packets is two. The minimum
oversampling number is equal to 42,483x(1-1%)/41.667)-
2=1,007.

The sixth column is the maximum oversampling number
(max OS No.) in one counting interval CI that is (the longest
timex(1+the initial error)/the oversampling period)+the sam-
pling error, i.e. 42,851x(1+1%)/41.667)+2=1,041.

The seventh and the eighth columns are respectively the
minimum and the maximum values of the clock minimum
rage, wherein the minimum value equals (the minimum over-
sampling number—1)x1000/the longest bit time, i.e. (1,007-
1)x1,000/42,851=23.477 MHz; the maximum value equals
(the minimum oversampling number-1)x1000/the shortest
bit time, i.e. (1,007-1)x1,000/42,483=23.680 MHz.

The ninth and the tenth columns are respectively the mini-
mum and the maximum values of the clock maximum rage,
wherein the minimum value equals (the maximum oversam-
pling number-1)x1000/the longest bit time, i.e. (1,041-1)x
1,000/42,851=24.270 MHz; the maximum value equals (the
maximum oversampling number-1)x1000/the shortest bit
time, i.e. (1,041-1)x1,000/42,483 =24.480 MHz.

The eleventh column is the up step relative to different
initial errors.

The twelfth and the thirteenth columns are respectively the
minimum and the maximum frequencies of the oscillation
frequency after being increased. The minimum
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frequency=the minimum value of the clock minimum range+
the up stepxthe minimum resolution, i.e. 23.477 MHz+3x110
KHz=23.807 MHz. The maximum frequency=the maximum
value of the clock minimum range+the up stepxthe maximum
resolution, i.e. 23.680 MHz+3x140 KHz=24.100 MHz.

The fourteenth column is the down step relative to different
initial errors.

The fifteenth and the sixteenth columns are respectively the
minimum and the maximum frequencies of the oscillation
frequency after being decreased. The minimum
frequency=the maximum value of the clock maximum range-
the down stepxthe maximum resolution, i.e. 24.270 MHz-3x
140 KHz=23.850 MHz. The maximum frequency=the maxi-
mum value of the clock maximum range—the down stepxthe
minimum resolution, i.e. 24.480 MHz-3x110 KHz=24.150
MHz.

The seventeenth column is the maximum error of the oscil-
lation frequency after being calibrated, the maximum error
happens at the minimum frequency after being increased, that
is 100%x(24-23.807)/24=0.805%.

It is appreciated that although a low-speed transmission is
described in the present invention, it is only exemplary. The
frequency calibration device and method of'the present inven-
tion is not limited to the low-speed USB device.

The self-calibrating oscillator circuit 1 is adaptable to a
human interface device, e.g. a device capable of detecting
information such as the displacement, velocity, gesture, hov-
ering, distance or physiological feature, coupled (wired or
wirelessly) to a host, but not limited thereto.

In some embodiments, the controller 112 does not output
the control signal S, to adjust the clock signal CLK outputted
from the programmable oscillator 12 but generates a correc-
tion parameter Sc (as shown in FIG. 12) to calibrate detected
information obtained according to the unadjusted clock sig-
nal CLK, e.g. data recovered according to the unadjusted
clock signal CLK, displacement or velocity calculated
according to the unadjusted clock signal CLK, physiological
feature calculated according to the unadjusted clock signal
CLK or the like according to different applications of the
human interface device.

In some embodiments, when the down step or the up step
shown in FIG. 5 is smaller than 1 or a predetermined number,
the detected information obtained according to the unad-
justed clock signal CLK is calibrated according to the correc-
tion parameter Sc; whereas, when the down step or the up step
is larger than 1 or the predetermined number, the clock signal
CLK is adjusted according to the down step or the up step. In
some embodiments, the detected information obtained
according to the unadjusted clock signal CLK is calibrated
according to the correction parameter Sc but the clock signal
CLK is never adjusted.

In another embodiment, when the clock signal CLK is not
adjusted to be within a tolerable error range (e.g. +1.25%, but
not limited to) according to the control signal S, (e.g. adjust-
ing one adjustment frequency step each time), the controller
112 further generates a correction parameter Sc configured to
calibrate the detected information obtained according to the
coarse tuned clock signal CLK so as to increase the operating
accuracy during the adjustment process.

In some embodiments, the correction parameter Sc is
determined according to a ratio between the oversampling
number and M times of the accumulated bit number. FIG.
13A is a flow chart of an operating method of a human
interface device according to one embodiment of the present
disclosure. For example, the correction parameter Sc is equal
to the ratio or is a multiple, a fraction or a shift of the ratio. For
example, when the accumulated bit number exceeds a prede-
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termined value (e.g. at least 23) and the oversampling number
is larger than the M times of the accumulated bit number, it
means that a frequency of the clock signal CLK is too fast and
the correction parameter Sc may be arranged to be larger than
1; whereas, when the accumulated bit number exceeds the
predetermined value and the oversampling number is smaller
than the M times of the accumulated bit number, it means that
the frequency of the clock signal CLK is too slow and the
correction parameter Sc may be arranged to be smallerthan 1,
but the present disclosure not limited thereto. The arrange-
ment of the correction parameter Sc (e.g. larger or smaller
than 1) may be set according to different applications.
Accordingly, even though the clock signal CLK is not
adjusted and the human interface device operates based on the
unadjusted clock signal CLK, correct detected information is
still obtainable.

It should be mentioned that the correction parameter Sc is
determined according different applications. In some
embodiments, the correction parameter Sc is determined
according to a ratio between the first difference (as shown in
FIG. 5) and the M times of the accumulated bit number or
according to a ratio between the second difference (as shown
in FIG. 5) and the M times of the accumulated bit number. In
some embodiments, the correction parameter Sc is deter-
mined according to the down step or the up step shown in FI1G.
5 (herein the calibration resolution being associated with the
detected information to be calibrated), but not limited thereto.

In other embodiments, it is able to firstly process the raw
data detected by the human interface device according to the
correction parameter Sc, wherein the raw data is for calculat-
ing said detected information. For example, when the
detected information is the displacement, the raw data is the
data of image features; whereas, when the detected informa-
tion is the physiological feature, the raw data is photoplethys-
mograph (PPG) data, but the present disclosure is not limited
thereto. FIG. 13B is a flow chart of an operating method of a
human interface device according to one embodiment of the
present disclosure.

For example, when the accumulated bit number exceeds a
predetermined value (e.g. at least 23) and the oversampling
number is larger than the M times of the accumulated bit
number, it means that the frequency of the clock signal CLK
is too fast and the downsampling process is performed to the
raw data; whereas, when the accumulated bit number exceeds
the predetermined value and the oversampling number is
smaller than the M times of the accumulated bit number, it
means that the frequency of the clock signal CLK is too slow
and the upsampling process (e.g. interpolation) is performed
to the raw data, wherein whether the downsampling or
upsampling process is performed is determined according to
different applications. Finally, the detected information is
calculated according to the processed raw data. Accordingly,
even though the clock signal CLK is not adjusted and the
human interface device operates based on the unadjusted
clock signal CLK, correct detected information is still obtain-
able.

The present invention can be applied in wireless commu-
nication. In this application, a device has to communicate
with a host via a dongle connected to the host or embedded
transceiver module of the host. FIG. 9 shows a block diagram
of the application using present invention. Dongle 92 can
generate a calibrated frequency based on a precise clock of
host 91 by applying the aforementioned method of the present
invention. Then the device 93 can generate a calibrated oscil-
lation frequency based on the calibrated frequency of dongle
92. When acommunication is established between the dongle
92 and the device 93, usually one of device 93 and dongle 92
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will transmit a request for communication, and then another
one of device 93 and dongle 92 will acknowledge the request
to establish communication. When dongle 92 starts to trans-
mit payload to device 93, the payload is configured to carry a
synchronous signal. The synchronous signal has a carrier
frequency and a signal frequency both being recognized by
the dongle 92 and device 93. The device 93 receives the
synchronous signal, and meanwhile the device 93 generates
an oscillation frequency internally.

Presently, the initial oscillation frequency of the device 93
is not calibrated, thus the device 93 can retrieve the signal
frequency from the synchronous signal. The signal frequency
is recognized by the device 93, thus the device 93 can cali-
brate the oscillation frequency according to the signal fre-
quency. Generally, the device 93 can calibrate the oscillation
frequency in time domain or in frequency domain, which will
be separately explained as below.

FIG. 10 shows an exemplary block diagram inside the
device 93. A receiver 916 receives the synchronous signal
901, which comprises a carrier frequency (denoted as Fcar-
rier) and a signal frequency (denoted as Fsignal), the receiver
916 then receives an oscillation frequency 902 from the oscil-
lator 912. The oscillation frequency 902 comprises an oscil-
lation frequency (denoted as Fosc) and an error frequency
(denoted as FFEosc) since the oscillator has not been cali-
brated. Then the receiver 916 generates a sampled signal 905
comprising an additional frequency (denoted as Fadd) plus
Fsignal plus multiplied FEosc (denoted as A*FEosc, wherein
“A” is a multiple). The sampled signal 905 is then processed
by the demodulator 915 to retrieve an error correct signal 906
corresponding to FEosc. The oscillator 912 then calibrates
oscillation frequency according to the error correct signal
906. When the error correct signal 906 indicates that the
previous oscillation frequency is faster, the oscillator 912
decreases the oscillation frequency, and vice versa.

In this embodiment, the receiver 916 is implemented by
circuits of amixer 911, a converter 914, and a synthesizer 913.
The synchronous signal 901 is received by the mixer 911. The
synthesizer 913 synthesizes the oscillation frequency 902
into a predetermined frequency 903 having the Fcarrier, the
Fadd, and the A*FEosc. The mixer 911 then mixes the pre-
determined signal 903 with the synchronous signal 901 to
eliminate the Fcarrier and retrieve a mixed signal 904 com-
prising the Fsignal, Fadd and A*FEosc. The Fadd is particu-
larly designed and generated by the synthesizer 913, which
will be put into the predetermined frequency 903 when Fosc
is synthesized. Fadd is designed for eliminating Fcarrier
when mixing the synchronous signal and the predetermined
signal. The mixed signal 904 is then converted by the con-
verter 914 to generate the sampled signal 905 comprising
information of the Fsignal, Fadd, and A*FEosc. The demod
915 then demodulates the sampled signal 905.

Since the Fsignal, Fadd, and A are assigned by the system,
the demod 915 is able to demodulate the sampled signal 905
and then figure out the FEosc. FEosc represents the error term
when the oscillator 912 generates frequency. The oscillator
912 cannot identify the error term by itself, thus, after the
aforementioned operation, the demod 915 can identify FEosc
for the oscillator 912 to calibrate the oscillation frequency.
The calibration operation can be a feedback operation, thus
the oscillation frequency can be repeatedly calibrated until
the oscillation frequency is within a precise range. Since the
Fsignal, Fadd, and A*FEosc are all frequency, the demod 915
can demodulate the sampled signal 905 in frequency domain.
For example, the demod 915 can subtract the Fsignal and
Fadd portions from the sampled signal, and the remaining
portion is solely related to A*FEosc. Multiple A is known,
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thus the demod 915 can then divide the remaining portion by
A to retrieve FEosc portion for calibrating the oscillation
frequency.

In another embodiment, the demod 915 can demodulate the
sampled signal 905 in time domain. FIG. 11 shows an exem-
plary diagram of demodulation in time domain. Assuming the
Fsignal is a sequence of repeated bit “0” following up with bit
“17, and the time period from the center of bit “0” (denotes as
signal 921) to the adjacent bit “1” (denoted as signal 922) is
predetermined. The demod 915 then counts the time period
by a fast frequency signal 923, when it counts to the end of
time period, a counting number is generated. The fast fre-
quency signal 923 is generated based on the oscillation fre-
quency. The time period is predetermined based on the pre-
cise Fsignal, and if the oscillation frequency is precise too, the
counting number will be almost equal to a predetermined
value. When the counting number is larger than the predeter-
mined value, which means the oscillation frequency is too
fast, the oscillator 912 decreases the oscillation frequency,
and vice versa.

In other embodiments, the error frequency FEosc (or the
error correct signal 906) is not to adjust the oscillation fre-
quency of the oscillator 912 but to calibrate the detected
information obtained according to the unadjusted oscillation
frequency as mentioned above, e.g. data recovered according
to the unadjusted oscillation frequency, displacement or
velocity calculated according to the unadjusted oscillation
frequency, physiological feature calculated according to the
unadjusted oscillation frequency or the like according to dif-
ferent applications of the human interface device. Accord-
ingly, even though the oscillation frequency of the oscillator
912 is not adjusted and the human interface device operates
based on the unadjusted oscillation frequency, correct
detected information is still obtainable.

For example, when the error frequency FEosc (or the error
correct signal 906) shows that the oscillation frequency of the
oscillator 912 is too fast, the detected information is increased
(or decreased), or the raw data is performed with downsam-
pling process and then the processed raw data is configured to
calculate the detected information. For example, when the
error frequency FEosc (or the error correct signal 906) shows
that the oscillation frequency of the oscillator 912 is too slow,
the detected information is decreased (or increased), or the
raw data is performed with upsampling process (e.g. interpo-
lation) and then the processed raw data is configured to cal-
culate the detected information. As mentioned above whether
the downsampling or upsampling process is performed is
determined according to different applications.

As described above, the extra precise clock device used in
conventional USB device has a higher cost and needs extra
pins to communicate thereto. The present invention further
provides a frequency calibration device and method for a
programmable oscillator without external precise oscillator
that can automatically and real-timely calibrate an oscillation
frequency of a programmable oscillator according to the
received arbitrary packet types in the USB data stream.

Although the invention has been explained in relation to its
preferred embodiment, it is not used to limit the invention. It
is to be understood that many other possible modifications
and variations can be made by those skilled in the art without
departing from the spirit and scope of the invention as here-
inafter claimed.

What is claimed is:

1. An operating method of a human interface device, the
operating method comprising:

estimating an accumulated bit number of bits between a

first bit of a SYNC field and a bit immediately preceding
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an End-of-Packet of a data packet in a USB data stream
according to a clock signal and counting an oversam-
pling number of the clock signal;

comparing the oversampling number and M times of the

accumulated bit number when the accumulated bit num-
ber exceeds a predetermined value;

determining a correction parameter according to a ratio

between the oversampling number and the M times of
the accumulated bit number; and

calibrating, using the correction parameter, detected infor-

mation obtained according to the clock signal.

2. The operating method as claimed in claim 1, wherein the
clock signal is generated by a programmable oscillator and
the method further comprises:

adjusting the clock signal according to a comparison result

of comparing the oversampling number and the M times
of the accumulated bit number.

3. The operating method as claimed in claim 2, further
comprising:

decreasing a frequency of the clock signal when the over-

sampling number is larger than the M times of the accu-
mulated bit number; and

increasing the frequency of the clock signal when the over-

sampling number is smaller than the M times of the
accumulated bit number.

4. The operating method as claimed in claim 1, wherein the
predetermined value is at least 23.

5. The operating method as claimed in claim 1, wherein M
is a quotient obtained from dividing an expecting frequency
of the clock signal by a data rate of the USB data stream.

6. An operating method of a human interface device, the
operating method comprising:

estimating an accumulated bit number of bits between a

first bitofa SYNC field and a bit immediately preceding
an End-of-Packet of a data packet in a USB data stream
according to a clock signal and counting an oversam-
pling number of the clock signal;

comparing the oversampling number and M times of the

accumulated bit number when the accumulated bit num-
ber exceeds a predetermined value;

determining a correction parameter according to a ratio

between the oversampling number and the M times of
the accumulated bit number; and

processing raw data detected by the human interface device

according to the correction parameter; and

calculating detected information according to the pro-

cessed raw data.

7. The operating method as claimed in claim 6, wherein the
clock signal is generated by a programmable oscillator and
the method further comprises:

adjusting the clock signal according to a comparison result

of comparing the oversampling number and the M times
of the accumulated bit number.

8. The operating method as claimed in claim 7, further
comprising:

decreasing a frequency of the clock signal when the over-

sampling number is larger than the M times of the accu-
mulated bit number; and

increasing the frequency of the clock signal when the over-

sampling number is smaller than the M times of the
accumulated bit number.

9. The operating method as claimed in claim 6, wherein the
processing further comprises:

performing downsampling process to the raw data when

the oversampling number is larger than the M times of
the accumulated bit number; and
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performing upsampling process to the raw data when the
oversampling number is smaller than the M times of the
accumulated bit number.

10. The operating method as claimed in claim 6, wherein
the predetermined value is at least 23.

11. The operating method as claimed in claim 6, wherein M
is a quotient obtained from dividing an expecting frequency
of the clock signal by a data rate of the USB data stream.

12. An operating method of a human interface device, the
human interface device being wirelessly coupled to a pro-
grammable oscillator and comprising an oscillator, a
demodulator and a receiver, the operating method compris-
ing:

estimating an accumulated bit number of bits between a

first bit of a SYNC field and a bit immediately preceding
an End-of-Packet of a data packet in a USB data stream
according to a clock signal and counting an oversam-
pling number of the clock signal;

comparing the oversampling number and M times of the

accumulated bit number when the accumulated bit num-
ber exceeds a predetermined value;

decreasing a frequency of the clock signal when the over-

sampling number is larger than the M times of the accu-
mulated bit number;

increasing the frequency of the clock signal when the over-

sampling number is smaller than the M times of the
accumulated bit number;

receiving a packet for communication request from the

human interface device;

transmitting a packet for reply to the communication

request with a payload comprising a synchronous signal;
receiving the synchronous signal by the receiver;
generating an oscillation frequency by the oscillator;
mixing the synchronous signal and the oscillation fre-
quency to retrieve a sampled signal;

demodulating the sampled signal by the demodulator to

retrieve an error correct signal; and

calibrating, using the error correct signal, detected infor-

mation obtained according to the oscillation frequency,
wherein the synchronous signal corresponds to the
trimmed frequency of the clock signal.

13. The operating method as claimed in claim 12, wherein
the synchronous signal comprises a carrier frequency and a
signal frequency, and the oscillation frequency comprises an
error frequency, the method further comprises:

synthesizing the oscillation frequency to a predetermined

frequency;

eliminating the carrier frequency by mixing the synchro-

nous signal with the predetermined frequency; and
estimating the error frequency by identifying the signal
frequency and an additional frequency,

wherein the error correct signal corresponds to the error

frequency.

14. The operating method as claimed in claim 13, further
comprising:

setting the signal frequency and the additional frequency in

advance;

identifying the signal frequency and the additional fre-

quency;

estimating the error frequency by counting an adjacent bit

“1” level and bit “0” level of the signal frequency to
retrieve a counting number.

15. The operating method as claimed in claim 13, further
comprising:

setting the signal frequency and the additional frequency in

advance;
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identifying the signal frequency and the additional fre-

quency;

eliminating the carrier frequency by mixing the synchro-

nous signal with the predetermined frequency to retrieve
the sampled signal; and

estimating the error frequency by subtracting the signal

frequency and the additional frequency from the
sampled signal.

16. The operating method as claimed in claim 12, wherein
the receiver comprises a mixer, a converter and a synthesizer,
and the method further comprises:

receiving the synchronous signal by the mixer;

generating the oscillation frequency by the oscillator to the

synthesizer, wherein the oscillation frequency com-
prises a frequency and an error frequency;

generating a carrier frequency plus an additional frequency

plus a multiplied error frequency to the mixer by the
synthesizer;

mixing the carrier frequency plus the additional frequency

plus the multiplied error frequency with the synchro-
nous signal by the mixer to retrieve the additional fre-
quency, a signal frequency and the multiplied error fre-
quency;

converting the additional frequency, the signal frequency

and the multiplied error frequency to the sampled signal;
and

demodulating the sampled signal to identify the error fre-

quency,

wherein the error correct signal corresponds to the error

frequency.
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